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Amendments to the Abstract: 

Please replace the abstract with the following amended abstract: 

Thp prooont inv e ntion di G Closos a d e vic e for transmitting on audio and vidoo (A/V) data 
in n e tw o rk, comprising fl oodor/tronfimi o flion buffer coding and otoring th e A/V data, inputted 
from e ach of ohonnols within a Gorvor providing the A/V data of on e ohonnol or multi ohann e la 
for uooro oonn e ctod to th e n e twork, to proper size fitting to tho n e twork otctoo, and a use* 
tranomiogion controll e r transmitting a cod e d otoring data on th e oodor/trangmifloion buffer to the 
uoor, wherein the uooro arc group e d with tho user transmiooion oontrolloro tmnomitting the oodod 
data according to the network otat e of the group, while oaoh of tho uoor tmnomission oontrolloro 
is allocated to oaoh of tho ufloro conn e ct e d to tho aorv e r. Th e pr e gcmt invention aloo diooloooo a A 
method and device for transmitting an audio and video (A/V) data in a networkftj]. oomprioing 
The method and device entail a stop of transmitting the A/V data of one channel or multi channel 
to the coder and the transmission buffer, a atop of coding and storing the A/V data transmitted to 
the coder and the transmission buffer, and a st e p - of transmitting the coded storing data to each of 
the users connected to the network through the grouped user transmission controller. Therefore, 
th e present inv e ntion provides the user for is provided one of the most optimized services 
without large loads to the server system, even though the number of the users is rapidly 
increased. It can be accomplished by grouping each of the users, according to the network states, 
to code the A/V data to generate proper size of the data. Therefore, it is not necessary that each 
of the users prepares a coder and a transmission buffer within the server respectively, wherein 
the server is connected to numerous users through the network to provide the A/V data of one or 
multi-channel. 
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